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Accessories for converter / 
Memosens digital oxygen sensor
Hygienic, optical sensor for stable oxygen measurement over 
multiple sterilization cycles

Accessories for converter / 
Memosens digital pH sensor
Digital pH electrodes for bioreactors and 
biotechnology production processes. 

Article Order No. Price

optical oxygen sensor COS81D, 120 mm 104748101 2200.00 €
optical oxygen sensor COS81D, 160 mm 104748102 2530.00 €
optical oxygen sensor COS81D, 220 mm 104748103 2530.00 €
optical oxygen sensor COS81D, 320 mm 104748104 2695.00 €
Maintenance kit Memosens COV81
service kit for Memosens COS81D contains 
optical cap, o-rings and further material for 
maintenance of COS81D 

104748110 470.00 €

Zero-point gel COY8
Ready-to-use gel for validation, calibration, and 
adjustment of oxygen and disinfection sensors

104748120 42.00 €

Article Order No. Price

digital pH glass electrode CPS171D, 120 mm 104741711 460.00 €
digital pH glass electrode CPS171D, 225 mm 104741712 490.00 €
digital pH glass electrode CPS171D, 360 mm 104741713 509.00 €

Article Order No. Price

converter for Memosens sensor 104741700 688.00 €
pH adapter cable M12 to K8S 104749094 276.03 €
pH adapter cable M12 to VP 104749202 222.67 €
DO adapter cable T82 to VP 104747206 560.00 €

Technical Data

Measurement range DO 0.004 to 30 mg/l, 0.05 to 330 %SAT, 0.1 to 700 hPa

Measurement range 
temp

 -10 ... +140 °C

Autoclaving resistant up to 140°C

Length 120 mm

Sensor shaft stainless steel 1.4435

Process seal FKM (USP <87>, <88> Class VI and FDA)

Seal/O-rings EPDM, FFKM (USP <87>, <88> Class VI and FDA)

Technical Data

Measurement range pH 0 up to 14 pH

Measurement range 
temp

0 up to 100°C, 0...14pH 
(autoclaving resistant up to 140°C) 

Length 120 mm

Measuring principle ceramic diaphragm, ion-trap

Reliable monitoring of fermentation 
processes in laboratories

The Memosens Analog Converter CYM17 enables the use of 
digital pH and oxygen sensors in laboratory fermenters without any 
modifications to the hardware or SOP. The sensors offer you the 
most reliable data transmission, highest measured value availability 
and greatest ease of use. Digital Memosens sensors with inductive 
coupling are resistant to moisture which guarantees maximum 
accuracy. 

With the CYM17 Memosens Analog Converter you can now benefit 
from tried and tested Memosens technology on laboratories too. 
Simply install the Memosens sensors CPS171D (pH) and COS81D 
(oxygen) in your existing fermenter and connect them to the 
converter. Different adapter cables are available for easy and fast 
conversion. The output signal of the converter corresponds to that 
of a conventional analog pH or oxygen sensor.

Order No. Price

Zero-point gel 
COY8

optical oxygen sensor 
COS81D

Accessories for converter / 
Memosens digital pH sensor
Digital pH electrodes for bioreactors and 
biotechnology production processes. 

0 up to 14 pH

Digital pH glass electrode 
CPS171D
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The price leader in analytical balances
& the new all-round compound microscope
NEW at KERN ADJ is the automatic internal adjustment - guarantees
high degree of accuracy and makes the balance independent of its 
location of use.
Elegant, dynamic and impressive - that´s the brandnew 
microscope KERN OBE-12 • 13

The price leader in analytical balances
& the new all-round compound microscope
The price leader in analytical balances
& the new all-round compound microscope
The price leader in analytical balancesThe price leader in analytical balances
& the new all-round compound microscope
The price leader in analytical balances
& the new all-round compound microscope
The price leader in analytical balancesThe price leader in analytical balances
& the new all-round compound microscope
The price leader in analytical balances
& the new all-round compound microscope
The price leader in analytical balances

PRO FES S I O N A L 
M E ASU R IN G

KERN & SOHN GmbH · Ziegelei 1 · 72336 Balingen · Germany  
Tel. +49 7433 9933-0 · www.kern-sohn.com

ANALYTICAL BALANCES
& MICROSKOPY for laboratory, industry 

and the food sector

KERN ODC-82

KERN OBE-12•13KERN ADJ

Model Weighing-capacity
(Max)

Readability 
(d) Order Number Special Price

Analytical balance with internal adjustment 120 g 0,0001 g 105837104 729.00 €
Analytical balance with internal adjustment 210 g 0,0001 g 105837204  769.00 €
Analytical balance with internal adjustment 120 g 0,1 mg 105837603  719.00 €

Model Order Number Special Price

Compound microscope Trinocular Achromat 4/10/40/100; HWF10x18; 3W LED 105830134 669.00 €
6V/20W Halogen bulb (Philips) for compound microscopes 105831370  24.00 €
Microscope cam 5.1MP CMOS 1/2.5"; USB 2.0; Colour 105831825  379.00 €

Memosens multiparameter-
handheld "Liquiline Mobile" Accessories for Liquiline Mobile pH buffer solution

The high-quality CPY20 buffers guarantee 
pH calibration to ultimate precision. 
They are produced and bottled in the 
permanent calibration laboratory that 
has successfully passed the tough DAkkS 
accreditation (German accreditation 
authority). The buffers are specified with 
an accuracy rating of +/-0.02 pH. They 
are traceable to NIST and PTB standard 
reference material and contain only 
FDA-listed preservatives. Using CPY20 
you will achieve correct values that you 
can rely on.

Article Order Number Price

    Memosens pH electrode CPL51E with enamel 104740051 225.00 €

    Sensor cable for CPL51E, 1.5 m 104742015 166.00 €

    Sensor cable for CPL51E, 3.0 m 104742030 180.00 €

    pH buffer solution 4, 250 ml 104742004 13.50 €

    pH buffer solution 7, 250 ml 104742007 13.50 €

    pH buffer solution 9, 250 ml 104742009 13.50 €

    pH buffer solution 4, 1000 ml 104742014 37.90 €

    pH buffer solution 7, 1000 ml 104742017 37.90 €

    pH buffer solution 9, 1000 ml 104742019 37.90 €

Article Order Number Price

     Memosens multiparameter-handheld 
     "Liquiline Mobile" device

104741801 800.00 €

    Memosens multiparameter-handheld 
     "Liquiline Mobile" device with USB

104741802 850.00 €

1

2

3

4

They are produced and bottled in the 
Memosens pH electrode CPL51E 
with enamel

2

Technical Data

Measuring range 
pH

0 up to 14 pH

Measuring range 
temp

-5 up to 80°C

Length 120 mm

Elektrolyt Gel, KCl

can rely on.can rely on.

Order Number

can rely on.can rely on.

Order Number

3
4

Reliable measurement control with Liquiline 
Mobile CMl18 - wherever and whenever you 
want. The new Memosens multi-parameter 
handheld measuring device from Endress + 
Hauser enables simple and safe control of pH,
redox, conductivity and dissolved oxygen, 
including temperature measurement. Thanks 
to Memosens technology, switching between 
different sensors is quick and easy. The 
device immediately recognizes which sensor 
is connected, automatically loads all saved 
sensor data and directly displays the correct 
measured value. Sensor adjustment on site 
is no longer necessary and instead can be 
carried out conveniently in the laboratory 
or in the workshop. Do you want to control 
your process over a longer period of time? 
Use Liquiline Mobile as a data logger and save 
over 10.000 measurements with time and 
date stamps.

Liquiline Mobile CML18 can be easily operated 
via the intuitive SmartBlue app. In addition, 
Liquiline Mobile CML18 has an integrated 
wireless charging function that enables 
inductive charging with a Qi-certified charger. 
Just as easy as with your smartphone.

Technical Data

Display  1.5" OLED

Measure-
ment

dependent on 
Memosens electrode

Data 
logger

manuel or time logger for 
more than 10.000 measu-
rements with date and time 
stamp 

Output
Bluetooth with Endress+Hauser 
SmartBlue App /Inductive charging

1

SPECIAL-
PRICES



All prices without V.A.T.

8

www.memmert.com

Memmert Peltier devices are en-
ergy-saving, quiet, low-vibration 
and extremely precise. Trust the 
Peltier pioneer and make your 
laboratory a little greener!

Precision 
in green 

  KEEP COOL. 
WE CARE

Article Order No. Special Price

Tube roller RS-TR5, 6 rolls, analog 101377905 315.00 €

Article Order No. Special Price

Vacuum aspiration system VAS-10, incl. autoclavable bottle 
(4 liter Volume), lid with quick opening device and hand set

101379010 995.00 €

Vacuum Aspiration System VAS-10
With the new Vacuum Aspiration system VAC-10 all
liquids can be aspirated from a wide variety of vessels
and wells. The 4-litre aspirate bottle is autoclavable 
and can be easily and safely disconnected from the 
system using the quick-release fasteners.

Features
• integrated vacuum pump
• Level monitoring
• built-in pressure control
• numerous accessories
• variable handpiece
• 2 years warranty

Technical Data

Vacuum (adjustable) 0 - 600 mbar

Aspiration volume air 15 l/min

Aspiration volume fluid 17 ml/S

Dimension
W x D x H (mm)

180 x 240 x 450 

Weight (kg) 3.0

Voltage 100 - 240V/50 - 60Hz

Bottle volume 4 liter PE, autoclavable

Tube roller RS-TR5
The new tube rollers provides gentle and effective 
mixing by rocking and rolling action. The adjustment 
and control of the speed will be done with a knob 
and a scale.

Technical Data

Shaking movement Rocking and Rolling

Number of rolls 6

Speed (rpm) 5 - 70

STimer-function Continuous

Dimension 
W x D x H (mm)

260 x 490 x 110

Length of rolls (mm) 280

Weight (kg) 5.1

mixing by rocking and rolling action. The adjustment 

• integrated vacuum pump
• Level monitoring

Features
• integrated vacuum pump
Features
• integrated vacuum pump

Article Order No. Price/Pcs.

TL 5000/20 M2 102715780 2970.00 € 

TL 5000/20 M3 102715850 3045.00 € 

SPECIAL-
PRICES

Determine the total acidity in 
beverages or the salt content in 
foods with the TitroLine® 5000

• High-contrast full color display with online curve
• Titrations to pH and mV end point and equivalence point
• Including standard methods for total acidity in beverages, chloride and more
• Optional connection of balance (RS232), USB keyboard, USB stick or printer

Start your acid base titration with:

TL 5000/20 M2: basic unit with ready to use 
with 20 ml dosing unit TZ 3130 with tubes, screw 
threads and titration tip, magnetic stirrer TM 50, 
mouse TZ 3880, titration clamp Z 305 and stand 
rod TZ 1748, with external power supply 100 - 
240 V, with pH-combination electrode and pH 
buffer set.

Determine your salt concentration with:

TL 5000/20 M3: with tubes, screw threads and 
titration tip, magnetic stirrer TM 50, mouse TZ 
3880, titration clamp Z 305 and stand rod TZ 
1748, with external power supply 100 - 240 V, 
with Ag-combination electrode and cable L 1 A.



Small Bench Centrifuge CD-0412-50
• Fixed angle rotor (54°) for 6 x 50 ml plastic tubes

or 6 x 15 ml plastic tubes
• Diagnostic program for monitoring all functions
• large illuminated LCD display
• Display for rotation or RCF and time
• simple, intuitive operation
• Timer function from 0.5 - 99 minutes
• Timer starts after reaching the selected speed
• Impulse key for centrifuging in very short sequences
• acoustic alert
• 2 years warranty

CD 1008 B

CD 1008 G

Mini-Centrifuge CD-1008 G (green), CD-1008 B (blue)
• maximum speed of 7000 rpm
• Rotors CD 08-2 and CD 02-PCR 8 included
• double cover lock
• very quiet operation (<45 dB)
• easy change of the rotor
• Starting and stopping by opening and closing the lid
• 2 years warranty

CD-0412-50 

CD-0412  

Speed (rpm) 300 – 4500
max. RCF (g) 2490
Noise Level (dB) < 56
Dimension (cm) 30 x 35 x 20
Max. Capacity (ml) 6 x 15, 12 x 10, 7,5

Speed (rpm) 300 – 4000
max. RCF (g) 1800
Noise Level (dB) < 54
Dimension (cm) 30 x 35 x 20
Max. Capacity (ml) 6 x 15 ml or 6 x 50 ml plastic-tubes

Speed (rpm) 7000
Noise Level (dB) < 54
Dimension (cm) 15 x 15 x 12
Max. Capacity (ml) 8 x 2ml; 2 x 8 x 0,2 ml PCR

10
Years

Clinical Centrifuge CD-0412
• Diagnostic program for monitoring all functions
• large illuminated LCD display
• Display for rotation or RCF and time
• simple, intuitive operation
• Timer function from 0,5 - 99 minutes
• Timer starts after reaching the selected speed
• Impulsle key for centrifuging in very short sequences
• acoustic allert
• including rotor and accessories
• 2 years warranty

Lab solutions

9

SPECIAL-
PRICES

Article Order No.
Special
Price/Pcs.

Clinical Centrifuge CD-0412 101370412 595.00 €
Small Bench Centrifuge CD-0412-50 101370413 749.00 €

Article Order No.
Special Price/
Pcs.

from 3 
Pcs. up

from 6 
Pcs. up

Mini-Centrifuge CD-1008 G (green) 101371084 139.00 € 129.00 € 119.00 €

Mini-Centrifuge CD-1008 G (blue) 101371081 139.00 € 129.00 € 119.00 € 

SPECIAL-
PRICES

SPECIAL-
PRICES



All prices without V.A.T.
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• low weight and always perfect fit for a wide range of head sizes   
• with anti-fogging and anti-scratching polycarbonate visors   
• coolest spectacles in perfect safety, innovative temple concept 
 and mega soft temple ends, optimized 
 and in the wind tunnel designed visor 
 geometry for maximum wearing comfort  
• DIN EN 166 1 F including 100 % UV400-Protection  

Article Order Number Special price

Safety Spectacle CARINA KLEIN DESIGN™ coolex    + 1.0 dpt 105234910 19.50 € 
Safety Spectacle CARINA KLEIN DESIGN™ coolex    + 1.5 dpt 105234915 19.50 €
Safety Spectacle CARINA KLEIN DESIGN™ coolex    + 2.0 dpt 105234920 19.50 €
Safety Spectacle CARINA KLEIN DESIGN™ coolex    + 2.5 dpt 105234925 19.50 €

100 % 
UV-

Protec-
tion

Safety Spectacle CARINA KLEIN DESIGN™ 
coolex with reading spectacles

SPECIAL-
PRICES

Laboratory Refrigerators with Comfort Electronics

All units have a self-closing door with integrated lock, integrated data memory with min./max. temperatures, 
floating contact, RS485 interface, feedthrough for external temperature sensor and a safety temperature 
limiter (in fridges, prevents temperatures below +2 °C in case of failure), acoustic and optical temperature 
and door opening alarms. The program portfolio comprises 2 free-standing and 2 under-worktop laboratory 
fridges, each with insulation and glass door, temperature range adjustable from 3 to 16 °C. The dynamic 
cooling system ensures high temperature constancy and an even temperature distribution. The product 
range is complemented by the laboratory fridge and freezer combination LCv4010 which features 2 separa-
tely controllable cooling circuits.
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Explosion-proofed Laboratory Refrigeraters 
and Freezers with Comfort Electronics

Designed specifically for storage of explosive and highly flammable substances, for example in chemical 
industry, the laboratory range comprises units with explosion-proofed interior in compliance with the safety 
requirements of EU Directive 94/9/EC (ATEX95); they have been approved by the ATEX Conformity 
Assessment Institution electro-suisse - SEV.

Type
Gross
volume
l

Tempera-
ture range
°C

Outer dimensions
W x D x H mm

Connec-
tion
W

Order
Number

Price/Pcs.

LKUv 1610 141 +3 to +16 600 x 615 x 825 190 104561610  1369.00 € 
LKUv 16131) 141 +3 to +16 600 x 615 x 825 190 104561613  1499.00 €
LKv 3910 360 +3 to +16 600 x 615 x 1840 280 104563910  1899.00 €
LKv 39131) 360 +3 to +16 600 x 615 x 1840 280 104563913  2119.00 € 

LCv 4010 361
-9 to -30, 
+3 to +16

600 x 615 x 2003 280 104564010  2419.00 €

Type
Gross
volume
l

Tempera-
ture range
°C

Outer dimensions
W x D x H mm

Connec-
tion
W

Order
Number

Price/Pcs.

LKUexv 1610 141 +3 to +16 600 x 615 x 825 190 104561611  1419.00 € 
LKexv 3910 360 +3 to +16 600 x 615 x 1840 280 104593911  1929.00 €  
LGUex 1500 139 -9 to -26 600 x 615 x 825 190 104561500  1469.00 €
LGex 3410 310 -9 to -30 600 x 615 x 1840 280 104563410  2019.00 €  

LCexv 4010 361
-9 to -26, 
+3 to +16

600 x 615 x 2003 280 104564011  2469.00 € 
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Alarm Thermometers

Ergonomically formed laboratory thermometer
with robust immersion probe. Perfect for 
measuring in liquids, semisolid material etc.

Digital Interval Timers, CE

• LCD display, 4 digits showing minutes 
 and seconds
• programmable up to 99 min 59 s
• counts down in seconds
• Alarm sounds for 30 s when countdown 
 reaches zero
• Memory recall function
• individual setting for minutes and seconds
• with magnetic back
• incl. battery (button cell LR 44 1.5 V)

Article Order Number Special Price

Alarm thermometer -40 °C +70 °C, digital, with immersion probe 101812010 17.20 €
Alarm thermometer -40 °C +70 °C, digital, with immersion probe and calibration certificate at 5 °C 101812020 35.50 €

Article Order No. Special Price./Pcs. from 10 Pcs. up from 25 Pcs. up

Interval timer digital, silver 101817010 14.00 € 12.00 € 11.50 €

Interval timer digital, white 101817020 13.50 € 12.50 € 12.00 €

Benefits
• Display of current temperature 
• protection from water jets IP 65
• Maximum and minimum temperature 
• also for food industry acc. to HACCP
• Hold function 
• High precision
• Big display 
• acc. to EN 13485
• °C/°F switchable 
• incl. probe (3 m cable), stand 
 and magnet
• Alarm at surpassing/falling below 
 set temperature values

Technical Data

Accuracy
±0.5°C (0.18°F) at -20°C…
+25°C (-4°F…77°F), remai-
ning range ±1°C (1.8°F)

Battery
1x CR 2032 3V lithium 
button cell battery

Accessories

stand, magnet, immersion probe with 3 m cable, 
instruction manual, battery

Model Order Number Special Price

S210 pH-Meter with accessories and 
electrode InLab Expert Pro-ISM

105009026 1029.00 €

S220 pH-Meter with accessories and 
electrode InLab Expert Pro-ISM

105009029 1139.00 €

S230 Conductivity meter with accessories and elec-
trode InLab 731-ISM

105001934 1479.00 €

S213 pH-&Conductivity meter with accessories and 
electrodes InLab Expert Pro-ISM and InLab 731-ISM

105009959 2049.00 €

Model Order Number Special Price

S2 pH-Meter with accessories and 
electrode InLab Expert Go-ISM

105002952 619.00 €

S3 Conductivity meter with accessories and 
electrode InLab 738-ISM

105002932 799.00 €

S4 oxygen meter with accessories and 
electrode InLab 605-ISM

105002652 959.00 €

Starting a measurement or 
calibration requires only a single 
key press. Menu settings are intuitive,
consisting of full sentences in 
12 languages.

Seven2Go’s simplified menu, automatic 
sensor recognition, and calibration reminder
ensure users obtain high quality data quickly 
and easily.

SevenCompact
Versatile and universal. 
Truly intuitive operation.

Seven2Go
Mobile Quality Measurement.
High quality data on the go.

SPECIAL-
PRICES

SPECIAL-
PRICES

SPECIAL-
PRICES
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testo fume cupboard probe
For measurements in fume cupboards: 
use the fume cupboard probe (with the compatible 
measuring instrument) to measure air velocity, 
volume flow and air temperature.

• Intuitive: clearly structured measurement menu 
 for air velocity measurement and volume flow 
 in laboratory fume cupboards according to 
 DIN EN 14175-3/-4
• Precise: automatic absolute pressure compen-

sation guarantees accurate measurement results
• Convenient: hot wire probe with a short 
 response time
• Intelligent calibration concept

Article Order No. Price

Climate Measuring instrument Testo 440 dP, incl. differential pressure sensor 100944402 359.00 €

Article Order No. Price

fume cupboard probe digital, wired 100941052 630.00 €

testo Measuring instrument
Precise, reliable measurement of 
all air velocity and IAQ parameters 
with just one measuring instru-
ment: the multifunction measuring 
instrument features an integrated 
differential pressure sensor and 
intuitive operation with clearly 
structured measurement menus. 
Adjusting air conditioning and 
ventilation systems, monitoring 
air quality or carrying out comfort 
level measurements – thanks to 
versatile options for combining 
with high-quality, digital probes, you 
are ideally equipped to carry out 
your measuring task (please order 
probes separately).

• Intuitive: clearly structured measurement menus 
 for volume flow, K-factor, degree of turbulence, 
 cooling/heating output, mould detection and long-
 term measurement, such as CO

2
• Wireless: Bluetooth® probes for extra convenience
 when measuring and less cable clutter in the 
 measuring case (please order probes separately)
• Clear and reliable: large graphic display with 
 parallel display of 3 readings as well as internal 
 data storage and USB port for data export
• Includes a differential pressure sensor: for Pitot 
 tube measurement and monitoring filters

Thermal Beads 
a great alternative to water

Thermo Scientific™ Thermal Beads are small, 
non-uniform metal beads comprised of dry, metallic 
thermal alloy designed to replace water in a water 
bath. They are a convenient way to heat samples with 
noncritical temperature requirements because of 
their size, shape, and density, which enable vessels 
of any size or shape that fit into the bath to be held in 
place without floating.

For optimal performance, the water bath should 
be filled with water-filled vessels in the beads, then 
calibrated to the operating temperature and the 
temperature be measured in the vessel.

(For more demanding applications that require 
the highest possible temperature accuracy and 
uniformity, water is the best choice)

With their robust construction and advanced 
microprocessor technology, precision water 
baths are a smart choice for your intelligent 
laboratory. 

• Preparation of cell cultures
• Heating cell culture media
• Bacteriological tests
• Thawing cryotubes
• Corrosion test for copper strips
• Reheat reagents

Article Order Number Special Price

Thermal Beads, 4l 105339808  339.00 € 

Advantages
• Sample vessels can be placed directly in the 
 water bath without a rack - this is extremely 
 practical, especially for less common vessel 
 formats
• less susceptible to contamination and 
 biological growth
• no risk of evaporation or spillage as with water
• they can be chemically disinfected

Technical Data

Diameter 5 – 8 mm

Material aluminium

Shape round

Article Order Number Special Price/Set

TSGP 02, 2 l  Bath volume + thermal beads 105332231 869.00 €
TSGP 05, 5 l  Bath volume + thermal beads 105332233 999.00 €
TSGP 10, 10 l  Bath volume + thermal beads 105332234 1380.00 €
TSGP 15D, 15 l  Bath volume + thermal beads 105332237 2190.00 €
TSGP 20, 20 l  Bath volume + thermal beads 105332235 2140.00 €
TSGP 28, 28 l  Bath volume + thermal beads 105332236 2890.00 €

General Purpose water baths  
From 2 up to 28 liters + =

SPECIAL-
PRICES

SPECIAL-
PRICE
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PHYSICS 100-2

Article Order Number Price/Pcs. from 2 Pcs. up

PHYSICS 100-2 101653874 435.20 € –
Pt100 Resistance thermometer to immerse 101657136 160.67 € 153.09 €

Pt100 Resistance thermometer off glass 101657152 201.63 € 192.00 €

Pt100 Resistance thermometer PTFE coated 101657178 196.23 € 186.88 €

Thermocouple to immerse with handle 101659962 150.02 € 136.09 €

Features

• Resolution: 0.01 °C
• Intelligent probe display with probe 
 specific functions
• Measuring functions: measuring value, 
 zero-setting, max.-/min. value docu-
 mentation, 2-step adjustment, scaling 
 (optional: multi-point calibration for 
 temperature values)
• Function menu: min/max values, 
 average value of time, individual values 
 or measuring points
• Interfaces: USB, RS232, Ethernet, 
 Bluetooth, analogue

1

2

3

4

5

Digital measuring device with two input 
channels for precise measurements with a 
wide range of measuring units and sensor 
technologies, e.g. temperature (Pt100, 
thermocouples, NTC), etc.

Price/Pcs. from 2 Pcs. up

5

1

2

3

4

A lot of sensors available on demand.

VITLAB® Graduated cylinders
PP, Class B tall shape, with a raised scale

Volume ml Tolerance ± ml Graduation ml Ø mm Height mm PU Order No. Special Price/Pcs.

10 0.20 0.20 15 145 12 108531159 1.89 €
25 0.50 0.50 22 170 12 108531168 2.40 €
50 1.00 1.00 27 200 12 108531175 2.60 €
100 1.00 1.00 33 250 12 108531178 3.20 € 
250 2.00 2.00 44 315 6 108531184 5.10 €
500 5.00 5.00 58 360 6 108531188 7.00 €
1000 10.00 10.00 69 440 6 108531192 9.50 €
2000 20.00 20.00 97 482 3 108531196 21.00 €

• Highly transparent
• With molded scale and ring marks at the primary scale points. calibrated ‘In’
• Class B tolerances according to DIN 12681 / ISO 6706
• Hexagonal base with bottom studs provides high stability
• Thermal stress up to 80 °C does not cause tolerance limits to be permanently exceeded

Refrigerator Thermometer
TMX 310
with external probes 

To monitor the sample temperature in 
the laboratory, but also in microbiological 
research facilities. In addition, all refrigera-
tors, pharmaceuticals and vaccines, 
chemicals, greenhouses, blood banks, 
food and beverage must be monitored and 
ware-houses temperature controlled.

Article Order Number Price

Refrigerator Thermometer TMX 310 105982550  57.00 € 

Benefits

• Monitoring of 2 Temperature zones
• Easy to use
• Reliable Control
• Accoustic Alarm
• Optical alarm signal
• Including factory calibration certificate

SPECIAL-
PRICES



All prices without V.A.T.
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pipetus® – The sum of all possibilities when it comes to pipetting

Article Order Number Special Price/Pcs.

pipetus® battery powered pipette filler 273707200 299.00 €

SPECIAL-
PRICE

pipetus® combines many years of experience, 
innovative technology and superior-quality materials. 
Charging and dispensing of the medium is realised at 
the press of a button. Exact meniscus configuration 
is enabled through fine dispensing valves with valve 
pins made of ceramic compound. The valves are free 
of wear and offer maximum chemical resistance.

An exact and continuously adjustable pumping and 
suctioning speed can be selected for both filling and 
venting within five precisely harmonised performan-
ce stages. The integrated colour display shows the 
pipetting mode, speed levels and charging status 
of the battery. Battery charging is realised without 
contacts and controlled by a microprocessor in an 
inductive charging station. The sophisticated ergono-
mic shape of the pipetus® aids non-fatiguing work.

Cleared away in the wall bracket
pipetus® can be cleared away quickly and tidily and stowed 
in the standard wall bracket. Even with a pipette, the unit 
can be easily deposited in a horizontal position in the bra-
cket. An optional table support to keep the pipetus® pipette 
controller handy with a pipette inserted in the nosepiece is 
also available. 

Overview of details
• NiMH batteries
• Includes an inductive charging and park station
• Standard wall bracket
• Pump motor emits low noise levels and is 
 free of vibration
• Highly accurate pipetting enabled through  
 fine dispensing valves with valve pins made of  
 ceramic compound.
• Hydrophobic PTFE diaphragm
• Filter with 0.2 µm pore size
• For measuring, volumetric 
 and Pasteur pipettes, 
 from 0.1 ml to 200 ml 

www.brand.de BRAND.  For  lab .  For  l i fe .

Touch.. .and go! BRAND®

HandyStep® touch

✔ Easy:
Touchscreen control

✔ Simple:
Automatic tip ejection

✔ Efficient:
Compatible with tips from 
other manufacturers

✔ Flexible:
Multi Dispensing, Auto 
Dispensing, Pipetting; 
HandyStep® touch S
additionally features 
Sequential Dispensing, 
Multi Aspirating, 
Titrating

   Request  fur ther  in format ion :
shop.brand.de/en/touch

Einfach: 

Article Order Number Special Price

Package HandyStep® touch, DE-M, inclusive universal AC adapter and charging stand +
PD-Tips II, 5 ml, non-sterile, bulk, cylinder PP / piston PE-HD, type encoded, 100 Pcs.

104970521 699.00 €

Package HandyStep® touch S, DE-M, inclusive universal AC adapter and charging stand +
PD-Tips II, 10 ml, non-sterile, bulk, cylinder PP / piston PE-HD, type encoded, 100 Pcs..

104970522 878.00 €

SPECIAL-
PRICES

PROMO!
For you: 

get one pack of 
BRAND PD-Tips II 

for free
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Explore the range: www.duran-bottle-system.com



All prices without V.A.T.
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Article Order Number Price/Pack

SCOTT® ESSENTIAL hand towels - 6 roll / white 108006691  94.80 € 
SCOTT® ESSENTIAL hand towels - 6 roll / blue 108006692 94.80 €
Aquarius towel dispenser, white 108007375 52.92 €
Aquarius towel dispenser, black 108007376 52.92 €

LabHEAT®

Multi size heating mantle

• plastic-coated, chemically resistant 
 metal housing
• predrilled threaded hole on rear allows to 
 fix the clamp
• flexible glass yarn heating element for
 round glass flaks of three different sizes
• additional with built-in controller allows 
 a continuous adjustment of power outlet
• 3 heating zones
• thermally insulated and earthed
• with built-in heating zone switch and
 and residual current detection (RCD)

Volume
ml

Flask-Ø 
mm

Power 
W

Heating 
zones

Order Number
Special Price/
Pcs.

50 + 100 + 250 51– 85 160 3 459193036  369.00 € 
250 + 500 + 1000 85–131 350 3 459193054  449.00 € 
1000 + 2000 + 3000 131– 185 700 3 459193068  499.00 € 

series KM-MPE
Multi size heating mantle
with 3 heating zones 
= 3 flask sizes

Explore the range: www.duran-bottle-system.com

Vi
si

to
ur

w
eb

si

te
for a chance to

WIN
A SPECIAL 

EDITION 

YOUTILITY® 

BOTTLE

nce to

WIN
A SPECIAL 

EDITION 
TILITY® 

BOTTLE

EVOLU-
T   ONARY 
BOTTLE 
SYSTEM

DURAN®

EVOLU-
T   ONARY  ONARY 
BOTTLE 
SYSTEMSYSTEM

EVOLU-EVOLU-

BOTTLE 
SYSTEM
BOTTLE 

 ONARY  ONARY  ONARY  ONARY 
BOTTLE 
SYSTEM

EVOLU-

SPECIAL-
PRICES

SCOTT® ESSENTIAL 
Hand Towels - Roll White
Hand Towels - Roll Blue

The most efficient hand towels for reliable everyday 
hand drying. Proudly stamp embossed with the 
Scott® Brand for customer assurance.The longest 
and the most efficient hand towel vs. competitor 
systems; offering 25% more hand towels and fewer 
refills.

Benefits
• 6 x 350m = 8,400 sheets, 1 ply rolled hand 
 towels (2,100m total)
• The most efficient hand towels for reliable 
 everyday hand drying
• Unique Airflex™ Technology results in superior 
 absorbency, so you use less and waste less
• European Ecolabel certified for environmental 
 assurance. Food contact certified.
• Compatible with the one-wipe-clean Aquarius™ 
 Rolled Hand Towel Dispenser in white 

(code 108007375) or black (code 108007376),
 the never-run-out 'stub roll' feature increases 
 the capacity of this system by 8%
• The longest and the most efficient hand towel 
 vs. competitor systems; offering 25% more 
 hand towels and fewer refills
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Article Colour             Ply          Details Order No. Price/Pack

Hostess™ Natura™ Rolled Hand Towel 2 Ply 6 x 140 m 108006851  68.60 €
Hostess™ Natura™ Rolled Hand Towel 1 Ply 6 x 190 m 108006063 53.40 €
Hostess™ Natura™ Folded Hand Towel 2 Ply ZZ-Fold, 23 x 25 cm, 20 x 180 Sheet 378006811  75.70 €
Hostess™ Natura™ Folded Hand Towel 2 Ply C Fold, 50 x 25 cm, 20 x 84 Sheet 378006812  71.65 €
Hostess™ Natura™ Folded Hand Towel 2 Ply C Fold, 33 x 25 cm, 20 x 140 Sheet 108006810  77.95 €
Hostess™ Natura™ Folded Hand Towel 1 Ply ZZ-Fold, 3 x 25 cm, 20 x 230 Sheet 108006019 36.25 €

Environmentally friendly, reliable, sustainable –
The Hostess™ Natura™ brand

Sustainable production ‚Made in Germany‘

Our Hostess ™ Natura ™ range only includes the best materials. The Product is made 
in Koblenz from 100% recycled fibres, reducing the use of energy and water.

Our unique technology creates a product with reduced pollution that is environmentally 
friendly and sustainable. This is the reason why the entire Hostess ™ Natura ™ range 
has been given many awards such as the “Blauer Engel l” eco-label and also the 
following awards:

ISO 9001 Reliable Quality

ISO 14001 Eco friendly

ISO 50001 Efficient energy use



All prices without V.A.T.
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SONOPULS sound proof box LS 40 and stand HG 40 
for SONOPULS ultrasonic homogenisers 

Effective reduction of the noise level during the direct or indirect sonication using the SONOPULS series 
HD 2000/2000.2/3000/4000 ultrasonic homogenisers.

 Advantages of the sound proof box LS 40:
• Noise reducing of approx. 30 dB-AU
• LED interior lighting and acrylic glass for process monitoring
• Drip tray removeable; made of stainless steel, easy to clean
•  Stainless steel insert easy to clean
•  closeable bushing at the rear side for lines and hoses to realise either a cooling or 
 circulation system or to connect a temperature sensor 
• ventilating system for reducing a process-related formation of moisture 
• door opening angle 180° for easy sample handling 
• sufficient space for direct and indirect applications by using the stand HG 40 and other 
 optional accessories

Advantages of the stand HG 40:
• holding of SONOPULS ultrasonic converters of series HD 2000/2000.2/3000/4000
• suitable for direct and indirect sonication (additional holder WH 40 necessary)
•  also useable without LS 40 
•  standard bossheads can be mounted to the rod (dia. 16 mm) 

Article Order Number Special Price/Set

SONOPULS LS 40 sound proof box, SONOPULS HG 40 stand  (Set) 100733681  2498.00 € 

Set consisting of:
• SONOPULS LS 40 sound proof box
• SONOPULS HG 40 stand

Direct sonication SONOPULS HD 4200
in LS 40 with HG 40, WH 40 and AT 40

Optional accessories for HG 40:
• WH 40 holder for ultrasonic converter 
 (additionally necessary for indirect sonication)
• AT 40 support (dia.145 mm) for placing reaction vessels

Article Order Number Special Price

GAS Mixer GB100 102011191  6250.00 € 

GAS Mixer GB100 
Precise 3 Channels GAS Mixer

GB 100 can manage and mix up to 3 different 
sources of gas with incredible high precision, 
creating accurate gas mixtures. Our instrument 
has a native Calibration on available gases with 
1% of accuracy for each channel.

Gases
N

2
  /  O

2
  /  CO

2
  /  CH

4
  /  Air

(additional gases supported on request)

GB 100 is the fastest device on market: 
It allows you to change  the value of any setpoint 
in only 50 ms.

Advantages
• 3 Channels GAS Mixer for MICRO Flows
• Total Mixture Flow Rate: Up to 1,5 L/min
• Up to 3 channels
• High Accuracy
• Fast Response
• Incl. Software bundle

Technical Data

Each Channel 0 – 500 mL/min

Accuracy 1.0 %

Repeatability 0,16% of reading

Response time 50 ms

SPECIAL-
PRICE

SPECIAL-
PRICE
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The HAVER sieve shakers for test sieves with 
diameters of up to 203 mm can be used for dry 
and wet sieving of bulk material. It is the smallest 
test sieve shaker with an electromagnetic drive 
of HAVER & BOECKER.

The HAVER EML 200 Premium is ideally suited 
for users who demand precision and reproducible
sieve analyses.

HAVER Test Sieve Shaker 
For analysis up to 3 kg bulk material Advantage

• Amplitude: freely selectable up to 3 mm
• Operation type: interval / constant
• Interval: adjustable
• Program memory locations: up to 49
• Interface: yes

Article Order Number Special Price

HAVER EML 200 Premium with quick-release clamping system HAVER TwinNut 101695099  2789.00 € 

diameters of up to 203 mm can be used for dry 
and wet sieving of bulk material. It is the smallest 
test sieve shaker with an electromagnetic drive 

The HAVER EML 200 Premium is ideally suited 
for users who demand precision and reproducible

For analysis up to 3 kg bulk material

• Program memory locations: up to 49
• Interface: yes

HAVER 
EML 200 
Premium

Model
Capacity
g

Read-
ability (d)
mg 

Platform
mm

Test 
weight*
g / M1 

Order Number Special Price

STX123 120 0.001 Ø 93 100 109703058 599.00 €
STX223 220 0.001 Ø 93 200 109703059  699.00 €
STX222 220 0.01 Ø 120 200 109703060  459.00 €
STX422 420 0.01 Ø 120 200 109703061  559.00 €
STX622 620 0.01 Ø 120 300 109703062 599.00 €
STX1202 1200 0.01 170 x 140 1000 109703063 669.00 €
STX2202 2200 0.01 170 x 140 2000 109703064 699.00 €
STX421 420 0.1 Ø 120 200 109703065 259.00 €
STX621 620 0.1 170 x 140 300 109703066 299.00 €
STX2201 2200 0.1 170 x 140 2000 109703067 449.00 €
STX6201 6200 0.1 170 x 140 5000 109703068 599.00 €
STX8200 8200 1 170 x 140 8000 109703069 669.00 €

             Scout® STX 

High-Performance Portable Balances 
with Intuitive Touchscreens for High 
Accuracy and Productivity. Large, intuitive,
color touchscreen display allows for easy 
operation - guiding the user through 
every step of the weighing application.

STX2202STX2202

STX421

STX621

STX2201

STX6201

STX8200

* Test weight for models up to 620 g

2 3

1

4

3

2

1
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Wireless pH measurement 
with WTW IDS
Start your measurement:

Wireless measurement
• Securely connected
• A module for every parameter
• Easy connection with plug-in 
 transmitting and receiving modules
• Up to 60 h continuous operation time   
 for wireless pH measurement 

SPECIAL-
PRICES

SPECIAL-
PRICES

SPECIAL-
PRICE

Article Order No. Special Price/Pcs.

Multi 3510 IDS: Digital wireless ready battery 
operated portable meter (IP 67) for all IDS sen-
sors, in a case with accessories without sensor 

108122350  739.00 € 

SenTix® 940-P: Digital low maintenance pH 
electrode for field measurements, gel reference, 
plastic shaft, with plug head and built-in 
temperature sensor

108123760  224.00 € 

SenTix® 945-P: Digital low maintenance pH 
electrode for precision measurements, gel reference,
glass shaft with three ceramic junctions, with plug 
head and built-in temperature sensor

108123764 264.00 € 

IDS WLM Kit (meter module/sensor module/
charger/USB power supply)

108128144  269.00 € 



Technical Data Type 2002 Type 2005

Dimensions heating plate
Ø 135 mm
aluminium, ceramic coated

185 x 185 mm 
stainless steel, ceramic coated

Heating power 600 Watt 1000 Watt

Temperature deviation with the use of the Pt1000: ± 1 °C up to 100 °C ± 1 °C, >100 °C 1 % 

Max. stirring volume 5 liter 20 liter

Speed range adjustable from 50 to 1500 rpm from 50 to 1500 rpm

Heating temperature range from ambient temperature to 310 °C from ambient temperature to 350 °C

Warning LED indicator when surface is getting warmer than 50 °C when surface is getting warmer than 50 °C

Dimensions 150 x 250 x 85 (W x D x H) 220 x 350 x 100 (W x D x H)

Voltage 200 to 240 V, 50/60 Hz 200 to 240 V, 50/60 Hz

Weight 1.9 kg 6 kg
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• The DC motor has no collector and is 
 maintenance-free 
• The ceramic coating of the aluminium 
 heater plate allows for excellent 
 heat transfer and protects 
 the heating plate

• Stainless steel heating plate with ceramic  
 coating for high temperatures of up to 350 °C,  
 with excellent mechanical strength
• With double overtemperature protection: 
 via the device software, and via the 
 temperature sensor
• Warning light lights up from 50 °C surface  
 temperature
• With digital timer, adjustable from 
 0 to 99 h 59 min

Article Order Number Special Price/Pcs.

Magnetic Stirrer Type 2002 LED with round heating plate 100002002 299.00 €
Magnetic Stirrer Type 2005 LED with square heating plate 100002005 469.00 €
SFrame rod with socket and clamp for mounting the 
temperature sensor

100002010 33.00 €

Magnetic stirrer MS-12B without heating 100033115 142.00 €

Magnetic stirrer MS-12B 
without heating

Incl. adapter, 2x non-slip top element 
(1x white, 1x black) and one magnetic stir bar.

• Dimensions W x H x D: 
 130 x 130 x 65 mm
• Diameter: 120 mm
• Infinitely adjustable
• 150 to 2,500 rotations 
 min-1/5 Watt
• For stirring volumes 
 up of to 1 liter
• For magnetic stir bars 
 of max. 30 x 8 mm
• Max. load capacity: 15 kg 
• Weight: 0.6 kg

Benefits
Type 2002/
2005 LED

• With LED displays for target value and 
 actual value indication of temperature and  
 speed; height of each LED indication 13 mm
• Casing made of aluminium casting
• The integrated PID regulation programme in 
 connection with the Pt1000 sensor provides
  for optimum temperature control accuracy  
 and stirring speed
• With large setting buttons for heater 
 and stirrer
• Thanks to the design of the heating plate,  
 penetration of liquids into the interior of the
 magnetic stirrer is mostly prevented in case  
 of overcooking or toppling
• The soft motor start-up (even if higher
 speeds are preselected) prevents the 
 magnetic stirring bar from jumping out

• Max. load capacity: 15 kg 

Scope of delivery
Delivery COMPLETE 

with magnetic stirring 
bar and temperature 

sensor Pt1000

Type 2002 LED 
with round 
heating plate
Magnetic stirrer 
in an attractive 
modern-style 
casing. 

Type 2005 LED 
with square 
heating plate
Magnetic stirrer 
with modern control 
panel casing and 
large heating plate.

All prices without V.A.T. • Modifications and errors excepted

SPECIAL-
PRICES

IDL-Magnetic Stirrer Type 2002/2005 LED

LaboramaStore
Mon Plaisir 23
4879 AK Etten-Leur
Tel.: +31 (0)76 508 65 00
info@laboramastore.nl
www.laboramastore.nl


